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Description

HPG-130 Cleaner is a premium grade, 
pump maintenance solution for the 
cleaning and lubrication of polyurethane 
pumps and associated equipment. When 
used as a part of a regular start-up and 
shut-down procedure HPG-130 Cleaner 
prolongs the life of the pump, its seals 
and all moving parts by preventing 
the build up of hardened resin in and 
around seals.   

Advantages

•	 Non-toxic.
•	 Non-flammable.
•	 Lubricates moving parts within 

the pump.
•	 Removes contamination from pumps, 

seals and lines.
•	 Will not damage seals or lines.

Typical Applications

To clean hard surfaces from overflow 
or spills of HPG 130 Polyurethane 
injection resin. 

For the removal of fresh HPG 130 
Polyurethane injection resin from the 
pump body, hose line and hand piece 
before it dries. Optional. 

Technical data

Colour - Clear

Viscosity - <50cps

Flash Point - >185ºC

Density - 1.25kg per litre 

Application 

Lubricating new pump

Prior to using a new pump, pour 1lt of 
HPG 130 Cleaner into the reservoir and 
circulate the HPG 130 Cleaner through 
the pump, piston, hose and hand 
piece and back into the reservoir for a 
minimum of 2 minutes. 

Dispose of the HPG 130 Cleaner in 
accordance with local legislation.

You can now fill the reservoir with your 
HPG 130 Polyurethane Injection Resin. 
Allow to pump any residual Cleaner 
through the lines before connecting your 
hand piece to the injection port. 

Cleaning/lubricating pump 
after injection

When the injection works are complete, 
empty the reservoir of the remaining 
HPG 130 injection resin and pour in 
1lt of HPG 130 cleaner, run the pump 
to circulate the cleaner through for 
a minimum of 2 minutes. Empty the 
reservoir of the tainted resin/cleaner 
composition and repeat the circulation 
process with an addition of 1lt of fresh 
HPG 130 Cleaner for a period of no less 
than I minute. Leave the Cleaner in the 
pump until it’s to be used again.

Dispose of the HPG 130 Polyurethane 
Injection Resin in accordance with 
local legislation.

Lubricating pump prior to injection.

Circulate the existing Cleaner through 
the pump for no less than 2 minutes to 
ensure all moving parts and seals are 
completely lubricated. Once lubricated, 
empty the remainder of the Cleaner 
from the reservoir. prior to filing with the 
HPG 130 injection resin. Allow to pump 
through any residual Cleaner through the 
lines and hand piece before connecting 
your hand piece to the injection port. 

Dispose of the HPG 130 Cleaner in 
accordance with local legislation.

Packaging

HPG 130 Cleaner is supplied in 20kg 
containers.

Storage

•	 Store between 10°C and 40ºC.
•	 Keep containers closed when not 

in use.
•	 Stir well before use.
•	 Shelf life 12 months in un-opened 

containers. 

Personal Protection

•	 Use only in a well-ventilated area.
•	 Wear an appropriate respirator.
•	 Wear protective gloves.
•	 Wear protective eye wear.
•	 Wear protective coveralls 
•	 Avoid contact with skin.
•	 Carefully read the MSDS and this PDS 

prior to use. 

Transport

Classified as non-dangerous goods. 
In accordance with the WHS Regulations 
and the ADG code.
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DISCLAIMER  
The technical information and application advice given in this Technical Data Sheet is based on the present state of Allduro’s best scientific 
and practical knowledge and is intended to give a fair description of the product and its capabilities. As the information contained herein 
is of a general nature, no assumption can be made as to a product’s suitability for a particular use or application and no warranty as to its 
accuracy, reliability or completeness, either expressed or implied, is given other than those required by law. In practice, the substrate and 
environmental conditions vary widely, making it essential for the user to determine the product’s suitability for a particular application 
and that the product is not used beyond its physical limitations. The user is responsible for checking the suitability of products for their 
intended use.
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